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研究成果の概要（和文）：　現用のCu系合金の水素中時効熱処理による引張強度と導電率の同時向上を検討した。
Cu-Ti合金では水素中時効熱処理に最適な組成はCu-3mass%Tiであり、水素中時効熱処理後に150℃程度の真空中熱処理
により、引張強度を維持しながら曲げ加工性と導電率を同時に向上させることができた。
 コネクタ材料であるCu-Cr-Zr系合金に0.5mass%Tiを含有させ、水素中時効熱処理を施すことにより特性が向上した。C
u-0.2Cr-0.6Zr-0.5Ti合金において、400℃で5hの水素中時効熱処理により、圧延材と比較し、強度と導電率が向上し、
それぞれ665 MPaと56% IACSの値が得られた。

研究成果の概要（英文）：Effects of hydrogen heat-treatment on mechanical and electrical properties of 
commercialized copper-based alloy were investigated.
Optimum composition of Cu-Ti alloy for strength enhancement by hydrogen heat-treatment was Cu-3mass%Ti. 
It was found that hydrogenation followed by heat-treatment in vacuum was effective to enhance the 
workability of the alloys and its electrical conductivity.
The addition of Ti into Cu-Cr-Zr alloys heat-treated in hydrogen was effective to improve their tensile 
strength. The tensile strength and electrical conductivity of the Cu-0.2Cr-0.6Zr-0.5Ti alloy after 
hydrogen heat-treatment at 400C for 5h were 665MPa and 56%IACS, respectively.

研究分野： 材料工学

キーワード： 水素　Cu-Ti合金　Cu-Cr-Zr合金　Cu-Cr-Zr-Ti合金　スピノーダル分解　水素中時効熱処理　水素有効
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Cu-0.2Cr-0.6Zr alloy
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Cu-0.2Cr-1.2Zr alloy
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