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研究成果の概要（和文）：東北地方太平洋沖地震や南海トラフ巨大地震によって生成される巨大津波では，10m
を超えるような水位変化に伴い地盤は液状化する．そこで本研究では，津波避難ビルの安全性向上を見据え，津
波によって発生する地盤の液状化現象を解明することとその対処方法を検討した．その結果，自らの重みだけで
津波に抵抗できない中低層の建物は杭による抵抗が機能するかどうかが建物の転倒流出の鍵を握っており，その
杭の健全性を評価するためには，地震と津波による地盤の応答特性を把握することが重要であることが分かっ
た．また，周辺建物群は，その並び方の条件によっては，対象建物をむしろ転倒しやすくする場合があることが
明らかになった．

研究成果の概要（英文）：It is possible that a huge tsunami, with a large amplitude value such as the
 2011 Tohoku Tsunami or the Nankai Trough Tsunami, can bring about the liquefaction of a loose sandy
 ground. In the present research, the liquefaction potential and the change in effective stress 
associated with the gap between the water pressure on the ground surface and the pore water pressure
 in the ground induced by tsunami inundation have been numerically studied in order to prepare safer
 tsunami evacuation shelters. From the numerical analysis, the following results have been found: 
(1) The pile foundations can make a critical contribution to resist a tsunami flow for low-rise, or 
middle-rise buildings, which cannot resist a tsunami flow through only their self-weight. (2) The 
ground response due to earthquake and tsunami should be analyzed to estimate whether the pile 
resistance force can be expected or not. (3) Surrounding buildings can increase the overturning 
moment for the target building. 

研究分野： 津波工学，地震工学
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